
YOUR TRUCKS ARE 
WORKING HARDER 
THAN EVER. 
IS YOUR OIL?



Hauling 38 tons, 80% of the time is
a severe load by anyone‘s standards. 
But it’s the kind of trucking that’s 
increasingly common today. 
Heavy loads, shorter hauls, more 
stopping and starting and reduction 
in idling – today’s trucking game is
a whole new reality and it all adds
up to Severe Duty conditions for
your engine. 

To know more about Severe Duty 

THE GAME HAS CHANGED
It’s not just heavy duty trucking 
anymore – it’s Severe Duty. 
And you need an oil for it. 

These conditions make engine component 
temperatures hit new heights, with the 
potential for oxidation and deposit build-up 
that reduce an oil’s ability to protect your engine. 

It’s less about easy interstate miles than it’s 
ever been. It’s about getting the most out of 
your equipment and doing more with less.

visit thisissevereduty.ca



Delo® 400 SD SAE 15W-30 is a new kind of motor oil. It’s specifi cally engineered, 
using patent pending technology, to protect engines under Severe Duty conditions. 
It meets or exceeds API CJ-4/SM and CI-4 Plus performance standards and carries 
a range of OEM approvals. 

PROOF OF PERFORMANCE 
• Excellent resistance to oxidation
•  Test show comparable fuel economy to 

SAE 10W-30 in (Class 6) stop and go   
applications and up to 0.7% improvement in 
fuel economy with long haul trucks (Class 8) 
when compared to a SAE 15W-40 oil1

•  Outstanding deposit protection for    
turbocharger bearings and piston ring 
belt zones 

•  Exceeds OEM engine wear performance   
standards (Mack T-12, Cummins ISB 
engine tests)

THE FIRST
OF ITS KIND

EXCELLENT RESISTANCE 
TO OXIDATION AT HIGH 
TEMPERATURES
Oxidation is the breakdown of oil due to heat 
and oxygen, which forms deposits and acids 
leading to failures in critical engine parts.
Better oxidation control promotes longer 
engine life.

1SAE J1321 Fuel Consumption Test for short haul and Volvo D12D for long haul. Actual results will vary depending upon vehicle 
type, load and other driving conditions.

*PDSC measures the oxidation resistance of engine oils at 210°C under dry air pressure of 100 psi. The onset of oxidation 
is detected by heat produced from the reaction. Superior performance in bench testing may not necessarily correlate to 
superiority of performance in the fi eld.

• API CJ-4/SM

• Cummins CES 20081

• Daimler MB-Approval 228.31 

• DDC Power Guard 93K218

• DEUTZ DQC-III-10 LA

• Mack EO-O Premium Plus

• MAN M 3575

• Renault VI RLD-2

• Volvo VDS-4

•  Meets Requirements of 
Caterpillar ECF-3

DELO 400 SD SAE 15W-30 MEETS AVAILABLE 
PERFORMANCE STANDARDS FOR:



Delo® 400 SD SAE 15W-30 
API CJ-4/SM
ISOSYN® Technology
Engineered Protection

A WHOLE NEW CLASS OF OIL: 
PROPRIETARY, EXCLUSIVE TO DELO, 
WITH PATENT PENDING TECHNOLOGY.
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